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Model Ci200CR Cil60CR Cil60CRds
Series C Series C Series C Series
Nominal impedance 8Q) 8Q 8Q)
Sensitivity (2.83V/Im) 90dB 89dB 91dB
Ei:e“nﬂeb”azykerjs”o”se (£6d8) 45Hz - 20kHz 52Hz - 20kHz 50Hz - 20kHz
Crossover frequency 2.8kHz 34kHz 3.2kHz
Drive units LF 200mm (8.0in.) 160mm (65in.) ?:g;ﬁ‘?:;;“)
HF 25mm (1.0in.) 19mm (0.75in.) 2 x 19mm (0.75in.)
Recommended amplifier power 10 - 125W 10 - 100W 10-80W
Product external Diameter @ 289.6mm (1 1.4in.) 234.6mm (9.24in.) 234.6mm (9.24in.)
dimensions Depth 103.3mm (4.07in.) 93mm (3.66in.) 93mm (3.66in.)
Cut-out dimensions  Diameter & 240mm (9.45in.) 196mm (7.71in.) 196mm (7.71in.)
Mounting depth from surface 97.2mm (3.83in.) 86mm (3.36in.) 86mm (3.36in.)
Optional rough in frame RIF200R RIFI60R RIFI60R
Optional rear enclosure RNC200R RNCI60R RNCI60R
@
Model Cil30CR Ci50R
Series C Series C Series / Soundlight
Nominal impedance 8Q) 6Q)
Sensitivity (2.83V/Im) 87dB 82dB
Z:e‘qn‘{ebzykgjs‘)onse (6dB) 52Hz - 20kHz 125Hz - 20kHz
i e o el : 70tz - 2012
Crossover frequency 4kHz -
Drive units LF 130mm (5.25in.) -
MF - 50mm (2.0in.)
HF 19mm (0.75in.) -
Recommended amplifier power 10-80W 10-30W
Product external Diameter @ 193.4mm (7.61in.) 80mm (3.15in.)
dimensions Depth 83.5mm (3.29in.) 52mm (2.05in.)

Cut-out dimensions  Diameter &

158mm (6.22in.)

65mm (2.56in.)

Mounting depth from surface 78mm (3.07in.) 50mm (1.97in.)
Optional rough in frame RIFI30R -
Optional rear enclosure RNCI30R CI50 CAN

Not all models / finishes are available in all markets. Contact your local dealer for specific range details

KEF reserves the right, in line with continuing research and development, to amend or change specifications. EXOE

www.kef.com
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INNOVATORS IN SOUND

Commercial Round

Model Cil60QCT** Cil I5QCT** Cil IOFCT** Cil60ST**
Series Q Series Q Series Classic Series Classic Series
Nominal impedance 80 8Q 80 4Q
Sensitivity (2.83V/1m) 89dB 86dB 89dB 85dB
xfgi”;gc;f?iz;‘: e(nicii?re 60Hz - 20kHz 70Hz - 20kHz [10Hz - 18kHz 60Hz - 130kHz
Crossover frequency 2.8kHz 2.3kHz - -
Drive units LF | 60mm (6.5in.) ['15mm (4.5in.) I 10mm (4.3in.) | 60mm (6.5in.)

HF 19mm (0.75in.) Uni-Q 19mm (0.75in.) Uni-Q - -
Recommended amplifier power 10 - 100W I5-80W 10 - 100W 20 - 100W
Product external Diameter & 275mm (10.83in.) 220mm (8.66in.) 220mm (8.66in.) 275mm (10.83in.)
dimensions Depth 188mm (7.40in.) 160mm (630in.) [10mm (433in.) 188mm (7.40in.)
\(/:v“i;";;fkir‘g;:S*O”S Diameter @ 240mm (9:45in.) 196mm (7.7 1in.) 196mm (7.71in) 240mm (9:45in.)
yv(i)tuhmbikadceapnth from surface 185mm (7.28in) 157mm (6.18in) 107mm (421in) 185mm (7.28in)
Optional rough in frame RIF200R RIFI60R RIFI60R RIF200R
Motorised Soundlight

. | 1_1 "r %
\J , | @ ’.'4 .
Model Ci3-80QT Ci200.3QT CiFDT Cil0OOQR Ci80.2QR Soundlight
system

Series Q Series Q Series - Q Series / Soundlight  Q Series / Soundlight  C Series / Soundlight
Nominal impedance 80) 80) 80) 40 40 40
Sensitivity (2.83V/Im) 87dB 89dB 86dB 88dB 85dB 88dB
Efj:‘;’;iﬁgjgponse (+6B) - - . 80Hz - 27kHz 100Hz - 27kHz 62Hz - 20kHz
Frequency response (£6dB)
with back can / rear enclosure 87Hz - 30kHz 50Hz - 30kHz 80Hz - 20kHz | 10Hz - 27kHz 130Hz - 27kHz 62Hz - 20kHz
Crossover frequency 300Hz, 3kHz |.8kHz 180Hz 3kHz 3kHz 220Hz
Drive units LF 2 x 75mm (3.0in.) 200mm (8.0in.) 130mm (5.25in.) 100mm (4.0in.) 80mm (3.15in.) 100mm (4.0in.)

MF 75mm (3.0in.) - (‘78&: ‘X'f;i‘:; - - 4% 50mm (2.0in.)

HF I5mm (0.6in) Uni-Q  25mm (1.0in) Uni-Q - 19mm (0.75in) Uni-Q  15mm (0.6in.) Uni-Q
Recommended amplifier power 10 - 100W 10 - 100W 20 - 100W 10-50W 10-50W 10 - 100W
Product external dimensions 128 x 377 x 125 mm 381 x 279 x 210 mm 248 x 248 x 104 mm  127mm (5in.) 103mm (4.06in.) Subwoofer unit:
(HxW x D) (504x 1484x492in) (150 1098x827in) (976 x976x4091n)  |48mm (5.83in) 140mm (5.51in.) 350 x 180 x 104 mm
Cut-out dimensions  With back can 112 x 354 mm 363 x 260 mm 233 %220 mm I'18mm 97mm Soundlight: @65mm
(HxW) / diameter @ (441 x 13.94in.) (1429 x 1024 in.) (9.17 x 8.66in.) (4.65in.) (3.82in,) Subwoofer: @65mm
Mounting depth With back can - - - [45mm (5.7 1in.) 139mm (5.47in.) -
from surface Without back can  120mm (4.72in.) 210mm (8.27in.) 102mm (4.02in.) 100mm (3.94in.) 80mm (3.15in.) -
Optional rough in frame - - - RIFIOOR RIFBOR -
Optional rear enclosure - - - RNCI00R RNC80R -

#* UL2043 and UL 1480-5 approved
Not all models / finishes are available in all markets. Contact your local dealer for specific range details
KEF reserves the right, in line with continuing research and development, to amend or change specifications. E&OE WWW, |<efC0m
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Model Ventura 6* Ventura 5% Ventura 4%
Nominal impedance 6Q) 6Q) 60
Sensitivity (2.83V/Im) 90dB 89dB 88dB
Frequency response (+6dB)

. 54Hz - 20kHz 60Hz - 20kHz 75Hz - 20kHz
with back can / rear enclosure
Crossover frequency 3kHz 3.8kHz 3.5kHz
Drive units LF 160mm (6.5in.) 130mm (5.25in.) |'15mm (4.5in.)

HF 25mm (lin.) 25mm (lin.) [9mm (0.75in.)

Recommended amplifier power 10-125W 10 - 100W 10-80W
Product external Cabinet only 300 x 226 x 219 mm 262 x 197 x 189 mm 231 x 172 x 173 mm
dimensions (11.8x9x86in) (103 x775x741in.) (9x675%x681in.)

(HxWxD) With bracket

and knobs

300 x 226 x 263.5 mm
(11.8x9x 10375 in.)

262 x 197 x 235 mm
(103 x 7.75x9.251in.)

235 x 172 x203.2 mm
(925 x 675x81in.)

Operating temperature range

-40°C to 70°C
(-40°F to I158°F )

-40°C to 70°C
(-40°F to 158°F )

-40°C 10 70°C
(-40°F to 158°F )

Model Ci500AW
Nominal impedance 40
Sensitivity (2.83V/Im) 87dB
i ot <o v closte 60Hz - 20z
Crossover frequency 3kHz
Drive units LF 130mm (5.25in.) LF
MF 55 sq.cm ABR
HF 25mm (lin.)
Recommended amplifier power 10-70W
Product external Cabinet only 295 % 180 x 173 mm
dimensions (11.6x708x 68! in.)
(HxW x D)

*Independent test laboratory certified IP65

Not all models / finishes are available in all markets. Contact your local dealer for specific range details.

KEF reserves the right, in line with continuing research and development, to amend or change specifications. EXOE

www.kef.com





